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ADJUSTABLE HEATED HOSE

HOSES » Specific flexible hoses for engine test rooms

Endcap

Outer braid
| Thermalinsulation

Electrically heated hoses are used in all industrial sectors, including the food, chemical,
automotive, and pharmaceutical industries, in all applications requiring piping with precise
temperature control. The hose's interior is made of PTFE, protected externally by a 304 :
stainless steel braid. Peaice |

To heat the tube, a heating element is wrapped around the inner core. An internal probe
connected to an external device detects the temperature and keeps it constant. The end
caps and external protective braid ensure excellent mechanical resistance.

All pipes are subjected to strict controls and fully tested.
The connection possibilities to various industrial systems are numerous thanks to the wide
range of electrical connectors available.

Upon request, please send all the information on the fluid and the conditions of use known
to you together with the sizing data.
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08 mm.

048 mm.
8" AISI316 22mm.
Tl Acciao INOK I 302,
Resistenza scaldante. | s (Cavi schermato nero PTFE per Sonde Pt 10(
' Elem 7 Whie scroened PTFE cable for Pt 100 sensors.
Cnppa temnale | |

Pibiter end Cover

{Gov dimertarion inghozz stanrd 1000 .
Standard length 1 met
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(uaina I pllamide o P/
IPolyamids or PYC sheath.

Isalante in scmmva di Siicone
Sifcone foarn insulation.

Fibre di vetro/ Glass fbre.
500 mm.

Length in milimetres on request.
Esempio di Tubazione W DN. 5/16".

Lunghezza in millemeti (a rchiesta).

- W Hose DN. 5/16*
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